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5003D

Drawer warmer is controlled by ON/OFF adjustable thermostat with 
a range of 16° to 93°C and includes holding temperature gauge to 
monitor temperature.

Each drawer includes 508mm x 305mm x 152mm stainless steel 
pan. Removable 16 gauge stainless steel drawer rail supports 
per drawer. The drawer assembly is easily adapted to accept 
an oversized pan that is 381mm x 508mm x 127mm for greater 
capacity. The drawer warmer is designed to allow stacking.

STANDARD FEATURES
•  HALO HEAT a controlled, uniform heat source that gently 

surrounds foods for better appearance, taste, and longer 
holding life.

•  Product moisture is retained without adding water.
•  Holding temperature gauge monitors inside air temperature.
•  Extra large pans for additional capacity, or can be adapted to 

accept standard full-size pans. 
•  Can be built into cabinets or counters. Built-in trim kits are 

available.
•  Stackable design.

OPTIONAL FEATURES
•  Castor stand assembly.

DIMENSIONS
External: 624W x 657D x 664H mm  
Drawer Dimension: 508W x 152D x 305H mm
TECHNICAL DATA
Power supply: 230V, 10A, 1P 
Hertz: 50
Amps: 2.6
kW: 0.59
SHIPPING DATA
Ship weight: 75kg

SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

624mm WIDE TRIPLE DRAWER WARMER
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dimensions  h x w x d

500-1D exterior:
11-5/8" x 24-5/8" x 25-7/8" (296mm x 624mm x 657mm)

500-2D exterior:
18-15/16" x 24-5/8" x 25-7/8" (481mm x 624mm x 657mm)

500-3D exterior:
26-1/8" x 24-5/8" x 25-7/8" (664mm x 624mm x 657mm)

cut out Dimensions: (for units with built-in trim) 
Add 3/4" (19mm) to unit height and 1-1/2" (38mm) to unit width 

product capacity - per drawer

Full-size Pan (GN 1/1):   12" x 20" x 6" (305 x 508 x 152mm)
36 lbs (16 kg) maximum

Oversize Pan:  15" x 20" x 5" (381 x 508 x 127mm)
41 lbs (19 kg) maximum

clearance reQuirement  (FOR VENTILATION)

 Minimum:  3" (76mm) at the back, 2" (51mm) at the top, and 
1" (25mm) at both sides.  On-site venting for proper airflow 
must also be provided for built-in counter installations.

installation reQuirements

 Drawer warmer must be installed level, and must not be 
installed in any area where it may be affected by steam, 
grease, dripping water, high temperatures, or any other 
severely adverse conditions.

weight (est.)

 500-1D 500-2D 500-3D
  net 80 lb (36 kg) 115 lb (52 kg)  150 lb (68 kg) 
  ship 90 lb (41 kg) 125 lb (57 kg) 165 lb (75 kg)
  carton Dimensions:  (l x w x h) 
 30" x 27" x 16" 30" x 27" x 23" 30" x 27" x 30" 
 (762mm x 686mm x 406mm) (762mm x 686mm x 584mm) (762mm x 686mm x 762mm)
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Electrical 
Connection

6-3/4" (171mm) FOR 
LEG STAND OR 5" (127mm) 
CASTER STAND ASSEMBLY

4-7/8" (121mm)
FOR CASTER STAND ASSEMBLY 
WITH 3" (76mm) CASTERS 

Cord Length:
120V - 5' (1524mm)
208-240V - 8' (2438mm)
230V - 8' (2438mm)

500-1D, 500-2D, 500-3D
Drawer warmers

options & accessories
Built-in Trim Kit

 500-1D 5015147

 500-2D 5015149

 500-2D for BU2-48, BU2-72 5015151

 500-2D for BU2-96 5015152

 500-3D 5015153

Caster Stand Assembly
 with 5" (127mm) casters 15379
 with 3" (76mm) casters 5010920
 Leg Stand Assembly 15380

perforated Pan Grid 
 15" x 20" (381mm x 508mm) 1231
 12" x 20" (305mm x 508mm) 16642

electrical
 voltage phase cycle/hz amps kW  
 120 1 60 5.3 0.64 nema 5-15p 
      15a, 125V plug

 208-240 1 60 2.7 0.64 nema 6-15p 
      15a, 250V plug

 230 1 50 2.6 0.59 plugs rateD 250V 
      

 ch2-16p  bs 1363  as/nzs 3112 cee 7/7


